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Barcode Reader

Scanning Technology: Class I Laser, 650 nm

Scanning Speed: 200 Scans/Sec

Scanning Distance: 3 to 25 cm

Dimensions: 154 × 67 × 97 mm

Indicators: Beeper e LED

Available Versions:

- WEDGE (XT/AT, PS/2) interface

- RS232 interface

- USB

Supported Barcodes: UPC/EAN/JAN, UPC/EAN with supple-
mentary JAN 8& JAN 13, ISBN/ISSN, EAN, Code 39, Code 39 
with full ASCII, Code 93, Code 128, Codabar (NM7), trioptic 
Code 39, MSI/Plessy, Interleaved 2 of 5 (ITF), Addendum 2 of 
5, IATA Code, China Postal Code, Code 32, Industrial 2 of 5, 
Standard 2 of 5, discrete 2 of 5, Matrix 2 of 5, Code 11, UPC/
EAN RSS, RSS variants.

Scanning Technology: Class I Laser, 650 nm

Scanning Speed: 200 Scans/Sec

Scanning Distance: 3 to 25 cm

Dimensions: 170 × 70 × 83 mm

Internal Battery: Li-Ion 1300mAh

Available Versions:

- WEDGE (XT/AT, PS/2) interface

- RS232 interface

- USB

Supported Barcodes: UPC/EAN/JAN, UPC/EAN with supple-
mentary JAN 8& JAN 13, ISBN/ISSN, EAN, Code 39, Code 39 
with full ASCII, Code 93, Code 128, Codabar (NM7), trioptic 
Code 39, MSI/Plessy, Interleaved 2 of 5 (ITF), Addendum 2 of 
5, IATA Code, China Postal Code, Code 32, Industrial 2 of 5, 
Standard 2 of 5, discrete 2 of 5, Matrix 2 of 5, Code 11, UPC/
EAN RSS, RSS variants.

RA 1001 - BARCODE READER

RA 2001 - BARCODE READER WIRELESS
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Barcode Reader

Scanning Technology: Class I Laser, 650 nm

Scanning Speed: 500 scans/sec (omni-directional), 75 
scans/sec (on one line), 20 scanning lines

Depth of Field: 0 - 200 mm per le 0,33 mm UPC / EAN 
100%

Dimensions: 156 × 80/105 × 86/100 mm

Available Versions:

- WEDGE (XT/AT, PS/2) interface

- RS232 interface

- USB

Supported Barcodes: UPC/EAN/JAN, UPC/EAN with supple-
mentary, JAN 8& JAN 13, ISBN/ISSN, EAN, Code 39, Code 
39 with full ASCII, Code 93, Code 128,Codabar (NM7), trioptic 
Code 39, MSI/Plessy, GS 1 Code, Interleaved 2 of 5 (ITF), Ad-
dendum 2 of 5, China Postal Code, Code 32, UPC/EAN RSS, 
RSS variants.

RA 2021 - OMNI-DIRECTIONAL LASER SCANNER


